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Saskana ar pakalpojuma TstenoSana planotajam aktivitatém, pakalpojuma realizacijas gaita
istenoti $adi darbi:

a) Troksna Itmena aprékinu modela izstrade.

b) NepiecieSamo ievades datu sagatavoSana modeléSanas veikSanai.

c) Troksna izplatibas modelu izstrade atsevisku iekartu darbibas rezultata un summara
trokSna limena novertgjums.

Apréekini veikti atbilstosi Latvija noteiktai likumdoSanai, prasibas ieklautas $ados dokumentos:

e LVS ISO 9613-2. Akustika. Skanas vajinajums, tai izplatoties apkartgja vide. 2. dala:
Vispargja aprékinu metode.

e MK Noteikumi Nr. 16-7.01.2014. Troksna noveértésanas un parvaldibas kartiba.

e MK Noteikumi Nr.432- 17.09.2019. “Noteikumi par Latvijas biivnormativu LBN 003-

"

19 "Bavklimatologija"”.

Aprékiniem un rezultatu reprezentacijai izmantotas $adas programmas: MsExcel, ArcGIS.

Atskaite sagatavota elektroniski.

Objekts: Liepajas RAS - sadzives atkritumu apglabasanas kratuve “Kivites”, Grobinas
pagasts, Dienvidkurzemes novads.
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1. TROKSNA AVOTU RAKSTUROJUMS

SIA Liepajas RAS teritorija izvietoti vairaki trokSna avoti, dala no teritorijas iznomata.
Detalizéts troks$na piesarnojuma avotu raksturojums sniegts turpmak, bet vert€jot kopgjas
potencialas izmainas, nemto véra ari apkartné eso$ie piesarnojuma avoti, - véja generatori,
transporta satiksme.

Ay
/

1. att€ls. Poligona izvietojuma karte (kartes pamatne — Google Maps, 2022)

2. att€la redzami gan esoSie avoti/aktivitates, gan planotie, pieméram, Fermentacijas riipnica
(avots Nr. 23), kuru planots ekspluatét tikai 2024. gada, lai nodrosinatu bilogisko atkritumu

parstradi.



ATKRITUMU POLIGONA "KIVITES"
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18. Infiltrata savaksanas un attiri$anas sistéma
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21. Poligona gazes parstrades komplekss
22. lznomata teritorija

2. attéls. Detalizéts Liepajas RAS poligona eso$o razotnu izvietojums (avots — Liepajas

RAS informacija, 2022)

Atbilstosi SIA “Liepajas RAS” sniegtajai informacijai, par potencialiem troksna objektiem
apkartne uzskatami:

RAS “Kivites” teritorija izvietota Eko Kurzeme $kiroSanas riipnica “Skudras” (karté
Nr. 22A); saskana ar izsniegto B kategorijas piesarnojosas darbibas atlauju Nr.
LI141A0006 Skirosanas riipnicas raditais troksnis ir maznozimigs. Izsniegtaja atlauja
teikts, ka “Troksna robezlielumu parsniegumu gadijumos vai, ja sanemtas iedzivotdju
sidzibas par traucéjosiem trokSniem, operatoram jaregistré sanemtas sidzibas,
janoskaidro troksna rasanas célonis un operativi javeic pasakumi Si célona
likvidésanai Robezlielumu parsniegumu gadijumos informét Liepajas RVP par troksna
samazindsanas pasakumiem un to rezultatiem”.

Vgja generatoru parks “Grobina”, kura ietekmes un radita trok$na Iimenis uzskatams
ka nebitisks. Saja parka uzstaditi 33 generatori, katra jauda 0,6 MW, bet kop&ja jauda
18,8 MW (v&ja atrums 13 m/s). Lai arT detaliz€ta informacija nav pieejama, indikativus
un salidzinamus raditajus iesp&jams iegit izmantojot v&ja generatoru parka “Laflora”
(Livberzes pag.) IVN rezultatus. Saja IVN apskatiti vairaki alternativie v&ju parka
izblives varianti, planotas generatoru jaudas ir divas un vairak reizes augstakas par $o
“Grobinas” veju parku, kas lauj apgalvot, ka sagaidama ietekme noteikti nebis lielaka.
“Laflora” v&ja parka IVN rezultati liecina, ka aptuveni 650-700 m attaluma no katra
generatora troksna Iimenis uzskatams par nenozimigu (mazaks par 35 dB(A)); tuvakais



generators izvietots aptuveni 50 m attaluma (Dienvidos) no uznémuma teritorijas, un
péc analogijas, saskana ar “Laflora” IVN, $aja attaluma generatora raditais trok$na
limenis ir 45-49 dB(A); otrs tuvakais generators izvietots aptuveni 320 m attaluma, ta
raditais trokSna limenis $ada attaluma neparsniedz 40 dB(A). Citu, talak izvietotu,
generatoru ictekme veértéjama ka nebitiska, jo tie izvietoti vismaz 600 m attaluma no
uznémuma teritorijas.

Kogeneracijas iekarta (karte — 14) TEDOM Quanto D550 SP CON - darbojas
nepartraukta rezima — 65 dB(A).

Smagais autotransports (atkritumu vedgji) — 70 transporta vienibas dienas laika (katra
automasina poligona pavada aptuveni 20 min.), 3 automasinas vakara laika (19:00-
23:00).

Vieglais autotransports (poligona klienti) — 6 transporta vienibas dienas laika (katra
automastna poligona pavada aptuveni 15 min.), 1 automasina vakara laika (19:00-

23:00).

Garambraucosais transports — 1-2 smagas transporta vienibas dazados diennakts laikos
un 2-4 viegla transporta vienibas dazados diennakts laikos.

Mazais frontalais iekravéjs New Holand W60 — 108 dB, vidgja noslodze 2 h dienas
laika (7:00-19:00).

Traktors Valtra 8150 — 109 dB, vid&ja noslodze 1 h dienas laika (7:00-19:00).

Kravas automasina Volvo FM9 - 105 dB, vid&ja noslodze 1,5 h dienas laika (7:00-
19:00).

Kravas automasina Volvo FM - 105 dB, vid&ja noslodze 1,5 h dienas laika (7:00-19:00).

Atkritumu smalcinatajs un sijatajs TANA Shark 220 — 108 dB, vidgja noslodze 0,8 h
dienas laika (7:00-19:00).

Frontalais iekravéjs Volvo L60E — 103 dB, vidéja noslodze 2,5 h dienas laika (7:00-
19:00).

Buldozers New Holand D150 — 109 dB, vidgja noslodze 1 h dienas laika (7:00-19:00).

Artikularais konteinervedgéjs Volvo A25D — 108 dB, vid&ja noslodze 5,5 h dienas laika
(7:00-19:00).

Frontalais iekravéjs Volvo L70G — 103 dB, vidg€ja noslodze 4 h dienas laika (7:00-
19:00).

Ekskavators Komatsu PW-150 — 105 dB, vid&ja noslodze 3 h dienas laika (7:00-19:00).



- Kompaktors TANA GX320 — 108 dB, vid&ja noslodze 1,2 h dienas laika (7:00-19:00).

- Reversas osmozes infiltrata attiriSanas iekarta (karté — 18), saskana ar zinatniskam
publikacijam raditais troks$na limenis nav lielaks par 60 dB.

- Malkas zavésanas konteiners — 8 konteineri, katra no tiem 5 silta gaisa put&ji (56 dB)
un 2 gaisa nosiicgji (65 dB). LRAS nomnieki SIA “Zibenszelli”. lekartas atrodas
konteineru iekSien€ (kart€ — 22B), darbojas praktiski nepartraukta rezima.

- Atkritumu zavésanas konteiners — 2 konteineri, viena ir 4 gaisa putgji (katrs emité 56
dB), otra ir 2 gaisa piiteji (katrs 56 dB) un viena augstakas jaudas gaisa piit€js (troksna
emisija 91 dB).

- Sréderis — 116 dB, darbojas visa teritorija laika no 7:00-19:00.

- Trumulsiets — 98 dB, darbojas visa teritorija laika no 7:00-19:00.

- Traktortehnikas vieglas frakcijas atdalitajs Windsifter — 86 dB, darbojas visa teritorija
laika no 7:00-19:00.

- Traktortehnika — frontalais iegravéjs (2 gab.), darbojas visa teritrorija laika no 7:00-
19:00.

- Katalizatoru riipnica — 70-80 dB.

Visu trok$na piesarnojuma avotu kopsavilkums dots 1.tabula.



1.tabula

y Darbibas Darba laiks
TrokSna |\ ietanD
Avots emisijas AUMUIS 7:00- 19:00- 23:00- Avots
[Tmenis lart 19:00 23:00 7:00
arte

Uznémuma teritorija
Skiroganas maznozimigs 22 nepartraukts Atlauja
ripnica L1141A0006
“Skudras”
Kogeneracijas 65 14 nepartraukts Uzneémums
iekarta
Smagais 80 dB(A) 1,13,22 | 70gab* | 3gab*20 - Direktiva
autotransports 20 min min 97/24/EC
(atkritumu
vedgji)
Vieglais 70 dB(A) 2,3,4 6gab*15| 1gab* 15 - Direktiva
autotransports min min 97/24/EC
(atkritumu
vedgji)
Mazais 108 dB Visa 2h - - Uznémums
frontalais teritorija
iekravejs
Holand W60
Traktors Valtra 109 dB Visa 1h - - Uzpémums
8150 teritorija
Kravas auto 105 dB Visa 15 - - Uznémums
Volvo FM9 teritorija
Kravas auto 105 dB Visa 1,5 - - Uznémums
Volvo FM teritorija
Atkritumu 108 dB Visa 0,8h - - Uznémums
smalcinatajs un teritorija
sijatajs TANA
Shark220
Frontalais 103 dB Visa 3,6h - - Uzpemums
iekravejs Volvo teritorija
L60E
Buldozers New 109 dB Visa 2,5h - - Uznémums
Holand D150 teritorija
Artikularais 108 dB Visa 55h - - Uznémums
konteinervedgjs teritorija
Volvo A25D
Frontalais 103 dB Visa 4 h - - Uzpemums
iekravgjs Volvo teritorija
L70G
Ekskavators 105 dB Visa 3h - - Uzp€mums
Komatsu PW- teritorija
150
Kompaktors 108 dB Visa 1,2h - - Uznémums
TANA GX320 teritorija
Reversas 60 dB 18 12 4 8 Tuluram
0smozes and llahee,
infiltrata 2007
attiriSanas
iekarta




Malkas 56-65 dB 22 12 4 8 Uznémums

zaveésanas

konteineri

Atkritumu 56-91 dB 20 12 4 8 Uznemums

zaveésanas

konteineri

Srederis 116 dB Visa 12 - - Uznemums
teritorija

Trumulsiets 98 dB Visa 12 - - Uznémums
teritorija

Traktortehnika 104 dB Visa 2 gab *12 Uzneémums

— frontalais teritorija h

iegravejs

Traktortehnikas 86 dB Visa 12 - - Uznémums

vieglas teritorija

frakcijas

atdalitajs

Windsifter

Katalizatoru 86 dB VniMo 12 - - Uznémums

ripnica Services

Arpus uznémuma teritorijas

Vgja Katrs 55 Tuvakie 2 nepartraukts Pec

generatoru dB(A)? generatori analogijas,

parks IVN Laflora

“Grobina”

Smagais 80 dB(A) Gar 6 gab 1 gab 1 gab Direktiva

autotransports poligonu 97/24/EC

(garambraucgji)

Vieglais 70 dB(A) Gar 4 gab 4 gab 2 gab Direktiva

autotransports poligonu 97/24/EC

(garambraucéji)

! Troksna limenis 4 m augstuma, saskana ar model&3anas rezultatiem
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2. TROKSNA LIMENA MODELESANA

2.1. Visparigs raksturojums

tai izplatoties apkart&ja vide. 2. dala: Vispargja aprékinu metode) prasibam, kur§ jaizmanto

saskana ar MK Noteikumiem Nr. 16-7.01.2014. (Trok$na novérté$anas un parvaldibas kartiba).
Pienémumi:

1) aprekins veikts 500 Hz joslas vértibai, ka to pielauj LVS ISO 9613-2, ja zinami vienigi
avotu A-izsvarotie skanas jaudas Itmeni;

2) aprekiniem izmantotas formulas, kura ieklautas iepriek§ minétaja standarta;

3) Aprékinos nemts véra virsmas stavoklis (akustiska cietiba), meteorologiskie raditaji,
atbilstosi MK  Noteikumiem Nr.432-17.09.2019. “Noteikumi par Latvijas
buvnormativu LBN 003-19 "Buvklimatologija"”

a. atmosféras temperatira 7,8 °C;
b. relativais mitrums 82 % (Liepajas meteorlogiska stacija, perioda 1989-2018
vidgjie raditaji);
4) Modelésana veikta 1.5 m augstuma, punktu izvietojuma tikls izveidots ar regularu soli.

Izmantota metode prognoze ilgtermina vidéjo A-izsvaroto skanas spiediena limeni, izmantotie

algoritmi aprékina skanas izplatibu, kas rodas no puntveida avota (stacionara vai kustiga) vai

skanas izplatibu:

- geometriska divergence;
- atmosferas absorbcija;

- zemes efekts;

- atstarojums no virsmam;

- Skerslu izraisita ekranésana.

Atbilstosi standartam, metode tieSi vai netieSi izmantojama vairumam situaciju, t.sk.

ripnieciskiem trok$na avotiem, un citiem trok$na avotiem, kuri atrodas uz zemes.

11



Metodes precizitate saistama ar ievaditajiem meteorologiskajiem parametriem, - skanas
izplatiba novérteta izplatoties piesarnojumam vé&ja piiSanas virziena. Precizitates novertéjums
iesp&jams tikai l1dz 1000 m attalumam. Matematisko aprékinu (modela) precizitate ir noteikta
standarta, atkariba no augstuma un attdluma ta varié robezas no (£) 1 — 3 dB. Noveérteta

precizitate atbilst situacijai, kad netiek noveérots atstaroSanas efekts vai ekran€sanas raditais

2.2. Matematiskais pamatojums

Ekvivalentais nepartrauktais skanas spiediena limenis (L(DW)) oktavas josla uztvérgja

atrasanas vieta pa v&jam:

Lw — skanas jaudas Itmenis oktavas josla decibelos, kuru rada skanas avots, kuram atskaites
skanas jaudas veértiba ir 1 pikovats (I pW); modelt ievaditi dati atbilstosi razotaja

informacijai,

Dc — versuma korekcija decibelos, kas apraksta to novirzi, par kadu ekvivalentais
nepartrauktais skanas spiediena Iimenis atSkiras, noteikta virziena, no visvirzienu
punktveida skanas avota skanas jaudas Iimena Lw; D¢ ir vienads ar punktveida skanas
vérsuma indeksu D), pieskaitot tam arT indeksu Dq, kas sevi ietver skanas izplatiSanos
tajos telpiskajos lenkos, kuri ir mazaki par 47 steradianiem; visvizienu skanas avotiem,

izstarojot briva telpa, korekcija ir 0 dB;

A = Adiv + Aatm + Agr + Abar + Anmisc, Kur (2

Agr — vajinajums, kuru rada zemes efekts;

12



Anmisc — vajinajums, kuru izsauc citi faktori (piem&ram, apstadijumi, riipnieciskas zonas un

apbiive).

Ekvivalentais nepartrauktais A-izsvarotais skanas spiediena limenis (dB) pa v&am tiek
aprekinats sasummgéjot visus laika vid€jos kvadratiskos skanas spiedienus, kuri tiek aprékinati

izmantojot formulas ((1), (2)) katram avotam:

Lir(DW) = 101g{3,[38_, 1001 [Lrr@+4r D] kur 3)
n —ietekmju — | (avotu un trajektoriju) skaits;
J — indekss, kas norada oktavu joslas, ar vidéjam frekvencém no 63 Hz lidz 8 kHz;

As — standartizeta A-izsvaroSana.

Ilgtermina vid€jais A-izsvarotais skanas spiediena limenis LaT(LT) tiek aprékinats saskana ar

vienadojumu:
Lar(LT) = Lyr(DW) — Ce, kur 4)

Cmet — meteorologiska korekcija.

tiek aprékinats:

d
Agin = [zozg (=) + 11], kur (5)
d — attalums no avota lidz receptor punktam, m;

do — atskaites attalums, 1 m.

d
Agim =X o0 kur (6)

13



virsmas) un skanas starp avotu un receptoru interferences procesa rezultats. Lejup noliektais
skanas vajinajuma cel$ (pa v€jam) nodrosina to, ka §is vajinajums tiek noteikts galvenokart ar
zemes virsmas reljefu netdlu no avota un ari netalu no uztvéréja. ST zemes iespaida
aprékinasanas metode it pielietojama vienigi tadai zemes virsmai, kas ir pietiekami lidzena gan
horizontala, gan ar1 patstaviga slipuma gadijuma. Modeli tiek definétas trs (3) atSkirigas zemes

iespaida zonas:

a) avota zona, kas sniedzas 30hs attaluma no skanpas avota, virziena uz uztveérgju, ar
maksimalo attalumu dp (Kur hs ir avota augstums, bet d, ir attalums no avota lidz
uztvergjam — ka projekcija uz zemes plaknes);

b) uztvérgja zona, kas sniedza 30d; attaluma no uztvéréja uz avotu, ar maksimalo attalumu
dp (kur hy — uztvérgja augstums);

c) vidgja zona, kas atrodas vidi starp avota un uztvér&ja zonam; ja dp<(30hs + 30hy), tas
avota un uztveréja zonas savstarpgji parklasies, un §1s vid€jas zonas nav (tiek izslégta

no aprékiniem).

vid€jas zonas lielumam, bet galvenokart ir atkarigs no avota un to uztveéréju zonu ipasibam.

Katra zemes gabala akustiskas Tpasibas tiek nemtas véra ar zemes faktoru G:

a) bliva virsma — cela segums, tidens, betons vai cita virsma ar zemu porainibu, ari
nobliet€tu zemi (raksturiga riipnieciskam zonam) var uzskatit par cietu, G = 0;

b) absorb&josa (poraina) virsma — ar kokiem, zali vai citu vegetaciju segta zeme un visas
citas vegetacijai noderigas zemes virmas, arT lauksaimnieciba izmantojama zeme, G =1;

C) jaukta tipa virsma sastav no cietas un porainas virsmas, G = [0-1], tiek noteikts

izmantojot poraino apgabalu kopiga laukuma 1patsvara, kas izteikts ka dalskaitlis.

Agr = As + Ar + Am, kur (7)

14



As — vajinajums avota zonai, kuru raksturo ar zemes faktoru Gs, dB;
Ar — vajinajums uztvérgja zonai, kuru raksturo ar zemes faktoru Gr, dB;

Am — vajinajums vid€jai zonai, kur raksturo ar zemes faktoru Gm, dB.

As=-15+ Gs x c'(h) (8)
Ar=-15+Gixc'(h) 9)
c'(h) = 1.5 + 14.0 x 0442 x (1 — g7dp/50) (10)
Am =-3q % (1 — Gm), kur (12

h — avota un uztvérgja vid€jais augstums, m;
dp — attalums no punktveida avota Iidz uztvéréja projekcijai zemes plakng, m;

q = 0, ja dp < 30 (hs + hr) (12)

30(hg+h,)

q=1 4

,  Jadp>30(hs+ hy) (13)

Ekrana izraisitais vajinajums (Apar) raksturots nemot véra uzb&rumu un avota darbibas limeni
attieciba pret receptoru. Objektu var uzskatit par ekrangjosu skérsli tada gadijuma, ja tas atbilst

Sadam prasibam:

- virsmas slodze ir vismaz 10 kg/m?;

- objektam ir vienlaidus virsma bez lielam spraugam vai atstarpém,;

- objekta horizontala dimensija, kas mérita perpendikulari “avota - uztveérgja” Iinijai, ir
lielaka neka skanas vilna garums | interes€joSajas oktavas joslas vidgja frekvencg, jeb
Ii + I > I. Jebkurs objekts, kas atbilst $Tm prasibam, uzskatams par ekranu ar vertikalam

malam.

izolacija, tas aprékinos janem véra abu veidu difrakcijas — par barjeras augs€jo malu un gar

barjeras vertikalo malu.

Skanas izplatiSanas pa v&jam difrakcijas efektu, dB, par ekrana augs$€jo malu aprékina

izmantojot formulu:

15



Apar =Dz —Agr >0 (14)

Aprekins difrakcijai gar ekrana vertikalo malu:
Apar = Dz > 0, kur (15)
Dz — ekrangsanas vajinajums oktavas josla;

Agr — zemes virsmas izraisitais vajinajums bez ekrana (t.i., ja ekrangjosais Skérslis ir nonemts).

Aprekinot ekrana izraisito vajinajumu Dz, tiek pienemts, ka no skanas avota lidz uztvérgjam

eksiste tikai viens nozimigs skanas izplatiSanas cels:
Dy = 10lg [3 + (2) CozKipee |, kur (16)

C> — tiek pienemts vienads ar 20, ietver zemes atstaroSanas efektu, atseviskos gadijumos, ja
atstaroSanas no zemes nem véra atseviski ar Skietamo avotu palidzibu, C; vértiba var bt ar1

40;

Cs —vienads ar 1 (vienkarSas difrakcijas gadijuma), bet dubultas difrakcijas gadijuma:

(1+))

1 52\2
(@)
| — skanas vilna garums, metros, atbilstosi oktavas joslas vidgjai frekvencei;
Z — starpiba starp atstarotas un tiesas skanas cela garumiem, metros:
z = [(dgs + ds)? + a?]Y? — d, kur (18)

dss — attalums no avota lidz (pirmajai) difrakcijas malai, m;
dsr — attalums no (otras) difrakcijas malas lidz uztvéréjam, m;
a — cela d projekcija ekrana plakng, m

Kmet — meteorologisko apstaklu korekcijas faktors;

e — attalums starp divam difrakcijas malam dubultas difrakcijas gadijuma.

16



Dubultas difrakcijas gadijuma, izplatibas cel§ aprékinats sadi:

z = [(dgs + dgr + €)% + a?]/? — d, kur (19)

Korekcijas faktors Kmet meteorologisko apstaklu ievérosanai tiek aprékinats:

Kmet = €xp

da
~(3005) |/ dsdsr —] 12> 0 (20)

Gadijumos, ja z < 0, Kmet =1; saniskas difrakcijas gadijuma ap skerSliem un gadijumos, ja

attalums starp avotu un receptoru ir mazakas par 100 m, Kmyet = 1.

Citi vajinajumi (Amisc), kuru izsauc citi faktori (apstadijumi, ripnieciskas zonas un apbiive):

Meteorologiska korekcija (Cmet), decibelos, tiek aprékinata avotam, kurs izstaro laika

pastavigu Itmeni:

Crmet =0, jad,, < 10(hg + h,.) 1)

Cec = Co |1 =10 (%22} jady > 10 (s + o), kur (22)

hs — avota augstums, m;

hr — receptora augstums, m;

dp — attaluma projekcija starp avotu un uztvéréju horizontala plakné, m;

Co — faktors, dB, kas ir atkarigs no vietéjiem meteorologiskajiem statistikas datiem par v&ja

virzienu un temperatiiras gradientiem.
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3. NORMATIVI

Atbilstosi Ministru Kabineta noteikumiem Nr. 16. ,,TrokSna noveért€Sanas un parvaldibas
kartiba’’, veicot vides trok$na novértéSanu arpus telpam, izmanto $adus raditajus: Lavn, kas
raksturo diennakts troksni un ta radito kop&jo diskomfortu, Ldiena, Kas raksturo dienas troksni
un ta radito diskomfortu diena, Lvakars, kas raksturo vakara troksni un ta radito diskomfortu

vakara, un Lnakss, kas raksturo nakts troksni un ta radito diskomfortu nakti.

Diennakts dalas tiek sadalitas $adi: standarta diena ilgst no pulksten 7:00 lidz 19:00 jeb 12
stundas, vakars ilgst no pulksten 19:00 Iidz 23:00 jeb 4 stundas, savukart nakts ilgst no pulksten
23:00 Iidz 7:00 jeb 8 stundas. Attiecigajiem laika periodiem iepriek§ mingtajos Ministru

Kabineta noteikumos ir noteiktas ar1 pielaujamas robezvertibas (dB(A)), dotas 2. tabula.

2. tabula.
Vides troksna robeZzlielumi
Nr. Troksna robezlielumi
k.
P Apbiives teritorijas veids Ldiena Lvakars Lnakts
(dB(A)) | (dB(A)) | (dB(A))
1 | Individualo dzivojamo maju (mazstavu, savrupmaju 55 50 45
vai viens€tu), veselibas, arstniecibas, socialas
apripes un bérnu iestazu apbuves teritorija
2 | Dzivojamo daudzstavu €ku apbives teritorija 60 55 50
3 | Publiskas apbiives teritorija (kultiiras, izglitibas un 60 55 55
zinatnes iestazu, valsts parvaldes iestazu, sabiedrisko
objektu, viesnicu teritorija)
4 | Jaukta veida apbiives teritorija (tirdzniecibas, 65 60 55
pakalpojumu biivju, ar dzivojamo apbiivi, teritorija)
5 | Apdzivotu teritoriju klusie rajoni 50 45 40

Novertgjot vides troksSna raditajus, tiek nemta vera tiesa skana. Vera netiek nemta skana, kas ir
atstarojusies no €kas fasades, tapéc mérijumu korigé par -3 dB(A)). Veicot troksna kartésanu,
lidzigi var tikt arT korigéts novért€juma punkta augstums virs zemes. Novérojuma punktam
jaatrodas 3,8 lidz 4,2 metrus jeb 4,0 = 0,2 metrus virs zemes. Atseviskos gadijumos

novertejuma punkta augstums virs zemes var biit mazaks, bet ne mazaks par 1,5 metriem (ka
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tas darits Saja gadijuma). Péc tam rezultats tiek korigéts, lai to varétu pielidzinata 4 metru

augstumam.
Novertgjot atbilstibu normativiem pienemta nelabveligaka situacija:

- Visi avoti strada vienlaikus;

- nemot vera arkartigi mazo varbiitibu, ka visas (11 gab. — iekravgji, traktori, buldozers,
kompaktpors, smalcinatajs u.c.) mobilas tehnikas uzp@muma teirorija stradas
vienlaikus, papildus sagatavots noveért€jums gadijumam, ja vienlaikus strada puse no
iekartam;

- darbibas laiks korigéts atkariba no katras konkrétas aktivitates noslodzes.
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4. IEGUTIE REZULTATI UN VIZUALIZACIJA

Matematiskais modelis izveidots katram trokSna emisijas avotam atseviski, tad pienemts, ka
visi trok$na emisijas avoti darbojas vienlaicigi (nelabvéligaka situacija) un mobilo iekartu

gadijuma dala (puse) no tam vienlaikus, avotu ietekmes summgétas.

Vizualai rezultatu reprezentacijai izmantota programma ArcMap 10.6., model&Sanai izvelets

receptoru tikls ar soli 100 m.

a) FONS - troksna limenis Liepajas RAS apkartné noveértéts nemot véra mobilo avotu
(garambraucosais transports) un tuvako v&ja parka Grobina generatoru ietekmi, skat.
10.att€lu. Rezultati liecina, ka ietekme ir nebitiska, augstakas noslodzes laika
garambraucosa transporta ietekme neparsniedz 40 dB(A) un ta vérojama cies$a avota
(autocela) tuvuma, savukar véja generatoru oetekme neparsniedz 39 dB(A).

b) TROKSNA LIMENIS DIENAS LAIKA (3.-5. attéls) — dienas laika sagaidama
intensivaka tehnikas izmantoSana, augstaka ietekme sagaidama no Srédera (75 dB(A)
1.5 m augstumid) un transporta iekartam/tehnikas (75 dB(A) 1.5 m augstuma)
uzn€muma teritorija, tomer $1 ietekme ir loti lokala un attalinoties no troksna avota, 50-
100 m attaluma troksnis biitiski samazinas. Novertgjot dienas normativa parsnieguma
zonas (pienemts stingrakais normativais raditajs — 55 dB(A), redzams, ka §1 te zona
sagaidama praktiski uznémuma teritorija (skat. 4. karti), sasniedzot blakus esoSo
autocelu. Tomer, jaatzime, ka iesp€amiba, ka visas iekartas vienlaikus stradas ir
arkartigi neliela, tamdel sagtavota papildus novertgjuma karte, kura sagatavota
balsoties uz pienemumu, ka vienlaikus stacionaram iekartam stradas 50 % no visam
mobilam iekartam (skat. 5. karti). Saja gadijuma zona, kura sagaidam 55 dB(A)
parsniegums butiski samazinas, ta koncentréjas uznémuma teritorijas ziemelu dala un
ap atkritumu zavéSanas iekartu.

c) TROKSNA LIMENIS VAKARA LAIKA (6.-7. attéls) — vakara (19:00-23:00) laika
mobilas tehnikas iekartas uznémuma teritorija nav paredzeét ekspluatét, redzams, ka
sagaidamais troksna Itmenis biitiski samazinas (skat. 6. att€lu) un vakara normativa (50
dB(A)) parsnieguma zona arkartigi ciesi atrodama ap atkritumu ZavesSanas iekartu (skat.

7. att€lu), kura stradas nepartraukta rezima. Jaatzimé, ka §1 zona neparsniegs 25 m un
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d)

arpus uznémuma teritorijas nav sagaiudams, ka vaka laika troksna Itmenis parsniegs 50
dB(A).

TROKSNA LIMENIS NAKTS LAIKA (8.-9. attéls) — lidzigi ka vakara laika, arf
nakts (23:00-7:00) laika mobilas tehnikas vienibas nestradas, vérojams, ka sajiitas
trokSna Itmenis varétu bt sagaidams diennakts reZzima stradajosas atkritumu zavéSanas
iekartas tuvuma (skat. 8.attélu). Saja gadijuma normativais lielums ir stingraks,
sagatavojot nakts normativa parsnieguma kartes, nemts véra, ka troksnim nevajadzetu
parsniegt 45 dB(A) Iimeni. ModeléSanas rezultati liecina, ka paaugstinats troksna
Iimenis sagaidams atkritumu zavéSanas iekartas tiesa tuvuma (~Iidz 50 m attaluma), un

arpus uznémuma teritorijas tas netiks parsniegts (skat. 9. attelu).
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m aeight 1.5m (A-weighted)

+

Mobila tehnika

B s0dsn)

35dB(A)
40 dB(A)
45 dB(A)
50 dB(A)
55 dB(A)
60 dB(A)
65 dB(A)
70 dB(A)
75 dB(A)
80+ dB(A)

3. attéls. Ldiena kop€jais troksna Itmenis Liepajas RAS ietekmes zona (7:00-19:00), dB(A)
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m neight 1.5m (A-weighted)

+

54 dB(A)

B s e

Om

4. attels. Lgiena normativa (55 dBA) parsniegSanas zonas Liepajas RAS ietekmes zona,

aprékinos nemts véra, ka vienlaikus strada visas mobilas iekartas
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m neight 1.5m (A-weighted)

+

|
Mobila tehnika

54 dB(A)
55+ dB(A)

5. attéls. Ldiena normativa (55 dBA) parsniegSanas zonas Liepajas RAS ietekmes zona;

aprékinos nemts véra, ka vienlaikus strada puse no visam mobilam iekartam
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E neight 1.5m (A-weighted)

+

B z048)
35 dB(A)
40 dB(A)
45 dB(A)
50 dB(A)
55 dB(A)
60 dB(A)
65 dB(A)
70 dB(A)
75 dB(A)
80+ dB(A)

6. attels. Lvakars kop€jais troksna limenis Liepajas RAS ietekmes zona (19:00-23:00), dB(A)
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m neight 1.5m (A-weighted)

+

Mobila tehnika

49 dB(A)

B so: s

Om

7. attels. Lvakars normativa (50 dBA) parsniegSanas zonas Liepajas RAS ietekmes zona
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E aeight 1.5m (A-weighted)

+

| 30dB(A)
35 dB(A)
40 dB(A)
45 dB(A)
50 dB(A)
55 dB(A)

| 60dB(A)
65 dB(A)
70 dB(A)
75 dB(A)
80+ dB(A)

8. attels. Lnakts kop€jais troksna Iimenis Liepajas RAS ietekmes zona (23:00-07:00), dB(A)
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m aeight 1.5m (A-weighted)

+

Mobil3 tehnika
I

a4 dB(A)
B s aen

Om

9. attels. Lnakts normativa (45 dBA) parsniegsanas zonas Liepajas RAS ietekmes zona
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Cslhﬁ' aeight 1.5m (A-weighted)

+

39 dB(A)
40 dB(A)
45+ dB(A)

10. attels. TrokSna Itmenis (Lden) bez Liepajas RAS teritorija esoSiem troksna avotiem,
dB(A). Aprekinos nemts véra tikai garambraucosais transports un tuvakie v&ja generatori
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S. TROKgNA LIMENIS TUVAKO DZIVOJAMO MAJU
APKARTNE

Tuvakas dzivojamas majas atrodas Dienvidu un Austrumu virziena:

- aptuveni 400 m attaluma uz Austrumiem ir majas “Vilteri”;
- aptuveni 550 m attaluma uz Dienvidiem ir majas “Kalisi”.

Ka liecina modelésanas rezultati, augstakais trokSna Itmenis sagaidams dienas laika, perioda no 7:00-
19:00, kas saistits ar piesarnojuma avotu aktivitati, tamdel Sadam diennakts periodam ar1 veikts
novertgjums dzivojamo maju tuvuma. Model&Sanas rezultati doti 11. att€la, redzams, ka pie tuvakajam
majam “Vilteri” augstakais prognozetais trok$na Iimenis neparsniegs 51 dB(A), savukart pie majam
“Kalisi” — 44 dB(A). Detalizeta troks$na Itmena vertibu karte ikkatra Aprékinu §tna dota 12. attgla.
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m neight 1.5m (A-weighted)

+

B z0d8(A)

35 dB(A)
40 dB(A)
45 dB(A)
50 dB(A)
55 dB(A)

| 60 dB(A)
65 dB(A)
70 dB(A)
75 dB(A)
80+ dB(A)

11. att€ls. Lgiena kop€jais troksna Iimenis Liepajas RAS ietekmes zona (7:00-19:00), dB(A), kur

noradits troksna [imenis pie konkrétam dzivojamam majam




Majas “Vilteri” Majas “Kalisi”

12. attels. Lgiena trokSna ITmena vertibas katra aprékinu $oina pie dzZivojamam majam Liepajas RAS

ietekmes zona (7:00-19:00), dB(A)
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6. SECINAJUMI — KOPSAVILKUMS

Liepajas RAS teritorija esoSos trokSna avotu raditais kopg€jais trokSna Iimenis
uzskatams par sajiitamu, dienas perioda laika (9:00-19:00) trokSna avoti uznémuma
teritorija bis sajutami, bet to ietekme arpus uzn@muma teritorijas ir atbilstoSa
noteiktajiem normativiem.

Ka jau sagaidams, augstakais troksna limenis sagaidams tiesi dienas laika, kas saistits
ar dazada veida tehnikas izmantoSanu tiesi $aja laika. Stacionaro trokSna avotu grupa,
par biitiskako uzskatams Sréderis, tomér ta ietekme ir arkartigi lokala un sajutams
trok$na Itmenis novérojams aptuveni 50 m attaluma.

Pargjos diennakts laikos sagaidams salidzino$i zemaks troksna limenis, loti lokalos
punktos ciesi ap trok$na emisijas avotiem.

TrokSna Itmena noveért§jums dzivojamo maju tuvuma liecina, ka pie tuvakam
dzivojamam majam (400 m attaluma), gadijuma, ja uznémuma dienas laika tiktu
ekspluatétas visas iekartas vienlaikus augstakais trok$na limenis, kas sagaidams ir 51
dB(A), kas neparsniedz noteiktos normativus.

33



7. IZMANTOTIE AVOTI

Acoustics — Software for the calculation of sound outdoors — Part 3: Recommendations for
quality assured implementation of ISO-9613-2 in software according to 1SO-17534-1.

De Coensel B., Botteldooren D. (2006) The Quiet Rural Soundscape and How to Characterize
it. Acta Acustica United With Acustica, Vol. 92, 887 — 897.

LVS ISO 9613-2. Akustika. Skanas vajinajums, tai izplatoties apkartgja vide. 2. dala: Vispargja
aprékinu metode.

MK Noteikumi Nr. 16-7.01.2014. Trok$na novértésanas un parvaldibas kartiba.

MK Noteikumi Nr.432- 17.09.2019. “Noteikumi par Latvijas bivnormativu LBN 003-19

"9

"Bavklimatologija"”.

Quality Assurance: form on I1ISO-9613-2:1996 including ISO/TR-17534-3 5.2 t0 5.9.

Tuluram, G. A., llahee, M. (2007). Environmental concerns of desalinating seawater using
reverse osmosis. J Environ Monit, 9(8): 805-13.
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PIELIKUMS. IEVADES PARAMETRI TROKSNA IZKLIEDES
MODELI

Model configuration

0.5G Ground Factor

7.8°C Temperature

82% Humidity

Results are A-weighted

Results are rounded to 0 decimal places

Second order reflections are included

Reflections are only considered at a distance of 1m or greater from a reflector (facade level)

ISO9613-2 barrier attenuation limit (20/25dB) is enabled

Vertical edges (lateral paths) are included using convex paths only (following 1ISO17534-3 recommendation 5.2)

Ground reflections are not screened (as recommended in 1ISO17534-3 5.3)

Model inputs
D(L), m 100 input
LW, dB 108 input
A, dB 47.9425 calculated according to LVS I1SO 9613-2
Adiv, dB 51 calculated according to LVS I1SO 9613-2
Aatm, dB 0.24 calculated according to LVS ISO 9613-2
Agr, dB 33 calculated according to LVS ISO 9613-2
As 15 calculated according to LVS ISO 9613-2
Gs 0 input
h, m 15 input
dp, m 100 input
c'(h) 5.0980496 calculated according to LVS ISO 9613-2
Ar 15 calculated according to LVS ISO 9613-2
Gr 0 input
Am 03 calculated according to LVS ISO 9613-2
30(hs+hr) 90 calculated according to LVS ISO 9613-2
q 0.1 calculated according to LVS ISO 9613-2
Gm 0 input
Afol 0 input
Asite 0.0025 calculated according to LVS ISO 9613-2
Ahous 0 input
LfT(DW), dB 60.0575 calculated according to LVS ISO 9613-2
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Individualo avotu emitétais trokSna [imenis — atbilstosi tabulas datiem

Trok&na DgrbTbas Darba laiks
Avots emisijas fimenis | V@D 1 7.00.10.00 | 19:00-23:00 | 23:00-7:00 Avots
numurs karte
Uznémuma teritorija
Slgiroéanas rdpnica | maznozimigs 22 nepartraukts Atlauja
“Skudras” LI141A0006
Kogeneracijas 65 14 nepartraukts Uznémums
iekarta
Smagais 80 dB(A) 1,13, 22 70 gab * 20 3gab*20 - Direktiva
autotransports min min 97/24/EC
(atkritumu vedéji)
Vieglais 70 dB(A) 2,3,4 6 gab* 15 1gab*15 - Direktiva
autotransports min min 97/24/EC
(atkritumu vedéji)
Mazais frontalais 108 dB Visa teritorija 2h - - Uznémums
iekravéjs Holand
W60
Traktors Valtra 109 dB Visa teritorija 1lh - - Uznémums
8150
Kravas auto Volvo 105 dB Visa teritorija 15 - - Uznémums
FM9
Kravas auto Volvo 105 dB Visa teritorija 15 - - Uznémums
FM
Atkritumu 108 dB Visa teritorija 0,8h - - Uznémums
smalcinatajs un
sijatajs TANA
Shark220
Frontalais iekravejs 103 dB Visa teritorija 3,6h - - Uznémums
Volvo L60E
Buldozers New 109 dB Visa teritorija 25h - - Uznémums
Holand D150
Artikularais 108 dB Visa teritorija 55h - - Uznémums
konteinervedgjs
Volvo A25D
Frontalais iekravejs 103 dB Visa teritorija 4 h - - Uznémums
Volvo L70G
Ekskavators 105 dB Visa teritorija 3h - - Uznémums
Komatsu PW-150
Kompaktors TANA 108 dB Visa teritorija 12h - - Uznémums
GX320
Reversas osmozes 60 dB 18 12 4 8 Tuluram and
infiltrata attiriSanas llahee, 2007
iekarta
Malkas Zaveésanas 56-65 dB 22 12 4 8 Uznémums
konteineri
Atkritumu 56-91 dB 20 12 4 8 Uznémums
Zavésanas
konteineri
Sréderis 116 dB Visa teritorija 12 - - Uznémums
Trumulsiets 98 dB Visa teritorija 12 - - Uznémums
Traktortehnika — 104 dB Visa teritorija | 2 gab *12 h Uznémums
frontalais iegravéjs
Traktortehnikas 86 dB Visa teritorija 12 - - Uznémums
vieglas frakcijas
atdalitajs Windsifter
Katalizatoru 86 dB VniMo 12 - - Uznémums
ripnica Services
Arpus uznémuma teritorijas
Véja generatoru Katrs 55 dB(A) Tuvakie 2 nepartraukts Péc analogijas,
parks “Grobina” generatori IVN Laflora
Smagais 80 dB(A) Gar poligonu 6 gab 1 gab 1 gab Direktiva
autotransports 97/24/EC
(garambraucgji)
Vieglais 70 dB(A) Gar poligonu 4 gab 4 gab 2 gab Direktiva
autotransports 97/24/EC
(garambraucgji)
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